
MARCH CLUB MEETING 

The next Wright Flyers club meeting will be on 

March 31, 2014 at 7:30PM in the Hernwood 

Elementary School. 
 

MINUTES OF FEBRUARY MEETING 

There were no minutes as the meeting was 

cancelled due to weather conditions 
 

AT THE MARCH MEETING 

      The raffle prize this month is a  

Dremel Tool. 
 Last chance for dues renewal without penalty. 

 Election of officers. 
 

THOUGHT FOR THE DAY 

 
 

BLURB 1 
 On the first day of school, the children brought 

gifts for their teacher. The florist's son brought the 

teacher a bouquet of flowers. The candy-store 

owner's daughter gave the teacher a pretty box of 

candy. Then the liquor-store owner's son brought 

up a big, heavy box. The teacher lifted it up and 

noticed that it was leaking a little bit. She touched 

a drop of the liquid with her finger and tasted it. 

"Is it wine?" she guessed. 

"No," the boy replied. She tasted another drop and 

asked, "Champagne?" 

"No," said the little boy... "It's a puppy!" 
 

March 2015 

 
 

WINTER PROJECTS 

 
 Victor Madison started on the path to becoming a 

multi-rotor pilot this winter. Vic picked up the 

above quad, used, and has been practicing flying it 

in his garage, with the cars moved out of course.  
 

HAPPY BIRTHDAYS 

Vernon Holland    -   April 10 

Ralph Reckling     -   April 20 

Steve Meekins      -   April 23 

 

 

 

 

 

WRIGHT FLYERS CLUB IS AN ASSOCIATE MEMBER OF  

THE DEPARTMENT OF RECREATION AND PARKS OF  

BALTIMORE COUNTY 

 



 

HANDY DRILL AND TAP GUIDE (PART 2) 

 
 

 BLURB 2 

  The True Meaning of Male Statements: 

Statement: "I'm a Romantic." 

True Meaning: "I'm poor." 

Statement: "Do you love me?" 

True Meaning: "I've done something stupid and 

you might find out." 

Statement: "Do you 'really' love me?" 

True Meaning: "I've done something stupid and 

you're going to find out sooner or later." 

Statement: "How much do you love me?" 

True Meaning: "I've done something really stupid 

and someone's on their way to tell you right now." 

. 
 

TIP OF THE MONTH 

MAGNETIC COWL ATTACHMENT 

  Home Depot stocks in their hardware section 

Rare-earth magnets ideal for use as engine 

cowling attachment devices, as do many hobby 

supply outlets. The first step is to make some lite- 

ply retainer plates the magnets will fit in. Below, 

1×1 inch squares are shown with the proper size 

holes cut in the center. The magnets should be a 

snug fit in the holes so a few drops of thin CA 

glue is all that’s needed to hold the magnets in 

place. They should sit flush on both sides of the 

plates.  

 

 
Next use 5-minute epoxy and glue the magnetic 

retainer plates around the cowl ring on the 

fuselage, as shown. Use tape to hold the plates in 

position until the epoxy has set. Place matching 

cowling retainer plates, with magnets installed, on 

top of the fuselage magnets and then make a 

plywood ring that’s a snug fit inside the cowling. 

Push the cowling and cowl ring into position with 

the double stack of magnetic retainers setting the 

proper gap distance. Then, use some thick CA to 

tack glue the cowl ring inside the cowling (see 

next page). 



 

 

 
 Above, you can see the plywood ring tack glued 

in place within the fiberglass cowling. Notice the 

cutout area to clear the engine’s carburetor. 

 Below, you see the completed installation of the 

plywood cowl ring. Several sections of fiberglass 

cloth (2 oz. weight) are CA glued in place, and 

then a fillet is built up using a mixture of epoxy 

and micro-balloons. The thick mixture is toweled 

into place with a mixing stick and smoothed into 

place before the mixture set up (below). 

 
 Then, apply 5 minute epoxy to the second row of 

magnets on the fuselage and quickly press the 

 

Cowl, with mounted cowl plate, into position using 

an index mark, previously made, (see below) to 

properly align everything. Use tape to hold the cowl 

in place while the epoxy sets. About 20 minutes later, 

the epoxy has set long enough to allow the cowling to 

be removed, as can be seen far below. 

 

 
 Apply more 5-minute epoxy around the edges of the 

square plates to fill any gaps between them and the 

cowl ring. Clean off any access epoxy from the face 

of the magnets with some solvent. That’s it, the 

strength of the magnets is more than strong enough to 

hold the cowl in place, even with the engine running 

at full power. 

 


